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Corrosion Inhibitor for Corrosion Under Insulation (CUI) Protection — Steel Pipe

Product data

Supplied in vapour sealed packaging.

® Appearance: Capsule.

® Sizes: Capsule —4g or 8g.

e Coverage: minimum requirement 24g m?

e Application conditions: Up to 180°C.

e Shelf life/Storage: 24 months stored in correct conditions, and vapour sealed below 20°C.

e Manufactured and supplied from the UK.

Markets
®  Construction
®=  Process plant

®*  Marine & offshore
*  Transmission and flow lines

Product Uses

= Protection of external surfaces for oil and gas pipes
— preventing CUI

Compatibility

Characteristics / Advantage

Long term protection and durability

Resistant to freeze/thaw cycle

Unaffected by water ingress

Resistant to arctic conditions -552C

Performance unaffected by damp/humid conditions
Can be easily retro fitted to sites

Renewable solution

Compatible with a wide range of other products
Flame retardant chemical included in the capsule
formulation.

Meets environmental guidelines — extending the
serviceable life of infrastructure and reducing
maintenance costs.

=  Compatible with other systems such as fire and flame retardants, paints and sealants.
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Application

Do not leave in an unsealed state.

Use immediately after opening and reseal any unused product
upon completion.

Installation

The Margel™ formulation is a hand applied solution which requires
no specialist equipment or tooling to install. The compound can be
installed in capsule, gel or in sachets form depending on the
insulation specification. A minimum of 24g of formula is required
per m2 to assist in the prevention of corrosion. The compound is
installed within the insulation system at strategic advantage points
close to the metallic substrate to offer an effective solution and

then sealed within using an external vapor barrier i.e. Proclad™
Jacketing.

Bespoke system solutions can be formulated to best maximise the

Margel’s performance, please speak to one of our technical experts
for further assistance.

Health & Safety

For information and advice on the safe handling, storage and
disposal of chemical products, users shall refer to the most
recent Material Safety Data Sheet containing physical,

ecological, toxicological and other safety-related data.

Value Base
All technical data stated in this Technical Data Sheet are

based on laboratory tests. Actual measured data may vary
due to circumstances beyond our control.
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